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Dubai Polymer Plastic Pipes Industry L.L.C.



Introduction

Dubai Polymer Industries is the regions premier manufacturer and supplier of a wide
range of high quality Pipes. We offer a wide range of Pvc - uPressure pipe suitable
for various purposes to meet the market requirements.

We ensure that we are able to consistently satisfy the requirements of the Industry

professionals we serve.

Dubai Polymer ensures that it is at the forefront of new technology with the expertise
and experience to manage every operational detail. The product range covers all the
items required to complete any domestic and Industrial drainage system.

High Quality

Dubai Polymer uPvc drainage pipes are manufactured and tested in accordance
with the new British —European standards BSEN.

This uPvc drainage pipes are subjected to continuous tests during production in
order to guarantee high quality and reliability and also guarantees that uPvc pipes
are free from manufacturing and material defects.

Easy to Install

uPvc Pressure Pipes are designed for easy handling and installation. It is not only

convenient to handle but also adaptable to different applications.

No Rust, No Corrossion

Dubai Polymer uPvc Pressure pipes are non toxic odorless and tasteless, therefore
they are ideal for use with drinking water and also uPvc pipes are rust free.




DRAINAGE PIPES

uPVC Soil & Waste pipes BS 4514

Soil Pipe - BS 4514

. . Outside Diameter (mm) Wall Thickness
Nominal Size
(mm) Minimum Maximum Minimum Maximum
82 (3") 82.4 82.8 3.2 3.8
110 (47) 110.0 1104 3.2 3.8
160 (6”) 160.0 160.6 32 3.8

UPVC Soil & Waste Pipe - BS 5255

. . Outside Diameter (mm) Wall Thickness
Nominal Size
(Inch)) Minimum Maximum Minimum Maximum
ey 42.75 43.05 1.9 23
2t 55.75 56.06 2.0 24

Note: stocks are available with plain ends and solvent socket.

Manufactured to  : BS 4515 - Soil Pipe
: BS 5255 - Soil & Waste Pipe
Standard Length  : 4, 5.8 & 6 meters
Colours : Light Grey
Socket type : Solvent Weld




DRAINAGE PIPES

uPVC Underground Drainage & Sewer Pipe

BS 4660

. . Outside Diameter (mm) Wall Thickness
Nominal Size
(mm) Minimum Maximum Minimum Maximum
110 (47) 110.0 1104 3.2 3.8
160 (6”) 160.0 160.6 4.1 4.8

uPVC Gravity Sewer Pipe accordance to BS 5481

BS 5481

: . Outside Diameter (mm) Wall Thickness
Nominal Size
(mm) Minimum Maximum Minimum Maximum
200 200.0 200.6 4.9 56
250 250.0 250.7 6.1 7.0

Note: stocks are available with plain ends and solvent socket.

Standard Length  : 5.8 & 6 meters
Colours : Golden Brown
Socket type : Solvent Weld & Plain - end.




PRESSURE PIPES

uPVC Pressure in accordance to BS 3505

Nominal  gyutside SERIES
(Isnlzﬁ) Diameter Class ‘O’ Class ‘'C’ Class ‘D’ Class ‘E’
(mm) WT(mm)  WT(mm)  W.T (mm) W.T (mm)
Min Max Min Max Min Max Min Max Min Max
1/2 21.2 25 1.7 2
3/4 26.6 26.9 1.9 2.5
1 334 33T 2.2 2.7
11/4 421 42.4 2.2 27 2 3.2
11/2 481 484 1.8 2.2 25 3.0 34 SET
2 60.2 60.5 1.8 2.2 25 3.0 Sl 37 39 4.5
2112 75.0 753 1.8 22 3.0 3.5 3.9 4.5 4.8 55
3 88.7 88.1 1.8 2.2 3.5 4.1 46 5.3 5 6.6
4 1141 1145 2.3 2.8 4.5 5.2 6.0 6.9 T 84
6 168.0 168.5 S 3.7 6.6 7.6 8.8 10.2 10.8 125
8 2188 2194 3 3.7 7.8 9.0
Manufactured to : BS 3505/3506 1969
Standard Length : 5.8 and 6 meters.
Colour : Dark grey
Socket type : Solvent weld / Plain end

uPVC PIPES BS 3505 FOR COLD PORTABLE WATER

uPVC Pressure in accordance to BS 3505

Nominal CLASS E CLASS - O (9BAR)
Size (inch) Minimum W.T Maximum W.T
%' 24 16
Y% 25 f
1 27 19
1% 39 2.5
2 45 30 -
Manufactured to : BS 3505/3506 1969
Standard Length :4, 5.8 and 6 meters.
Colour : White and grey
Socket type : Solvent weld / Plain end

Pressure Ratings: Designated by the different classes at 20°C
1 Kg/m? = 14.504 PSI = 1 bar

Class ‘C! ‘Dl ‘El ‘o’
Bar 9 12 15 Non Pressure
130.0 Ibf/in 173.0 Ibflin 217.0 Ibf/in

Non Pressure




PRESSURE PIPES

uPVC Pressure Pipes as per DIN 8062

Outside SERIES
Nominal  Diameter 4 BAR 6 BAR 10 BAR 16 BAR
{min) (mm) W.T (mm) W.T (mm) W.T (mm) W.T (mm)
Min Max Min Max Min Max Min Max Min Max

20 20 20.2 1.5 1.9
25 25 252 1.5 1.9 1.9 2.3
32 32 332 1.8 2.2 24 29
40 40 40.2 1.8 22 1.9 23 3.0 35
50 50 50.2 1.8 22 24 29 3.7 4.3
63 63 63.2 1.8 22 1.9 23 3.0 35 47 54
75 75 75 1.8 22 22 27 3.6 4.2 5.6 6.4
90 90 90.3 22 27 27 3.2 4.3 5.0 6.7 7.6
110 110 110.3 2.5 2.2 32 3.8 9.3 6.1 8.2 93
125 125 125 35 218 25 3T 3.9 6.0 6.3
160 160 160.4 32 3q 47 54 2 8.7
200 200 200.4 4.0 a7 59 6.7 9.6

Manufactured to : DIN 8061/62

Standard Length : 5.8 and 6 meters

Colour : Dark grey

Socket type : Solvent weld / Plain end

Note: 1 Non - Standard lengths and colors can be manufactured to meet customer’s exact requirements.
2) All commonly used dimensions are normally available, delivery for other sizes on request




PRESSURE PIPES

uPVC Pressure Pipes as per ISO 161/1

Outside Wall thickness (mm)
Diameter (mm) Class 6 Class 10 Class 16

20 14
95 15
32 19
40 16 24
50 20 24
63 16 25 30
75 19 29 45
90 2:2 85 54
110 T 42 6.6
125 2.00 32 45
160 40 6.2 90
200 49 el

Manufactured to 11SO 161/1

Standard Length : 5.8 and 6 meters

Colour : Dark grey

Socket type : Solvent weld / Plain end

Note:

1 Non - Standard lengths and colors can be manufactured to meet customer’s exact requirements.
2) All commonly used dimensions are normally available, delivery for other sizes on request

AMERICAN STANDARD uPVC PRESSURE PIPES
ASTM -COLD POTABLE WATER
ASTM D 1785 - 76 Schedule 40 / Schedule 80
Nominal Outside Wall thickness
Pipe Size Diameter Schedule 40 Schedule 80
(Inch) (mm) (mm) (mm)
% 213 28 37
% 26.7 29 39
1 334 34 45
1% 422 36 48 :
1% 483 37 5.1
2 60.3 39 55
2% 73.0 52 7.0
3 889 55 76
4 1143 6.0 8.6
6 168.3 7.1 11.0
8 219.1 8.2 127

Manufactured Standard : ASTM

Standard Length : 6 meters

Colour : White & Grey

Socket type : Solvent weld / Plain end




ELECTRICAL AND TELEPHONE DUCTS
uPVC Conduit for Electrical Cable BS 6099 - 1982

BS 6099 - uPVC Conduit

Nominal
Size (mm)

20
25
32
38
50

Manufactured to
Standard Length
Colour

Socket type

Note:

Light

1.2
14
1.5
1.5
1.9

: BS 6099

: 2.9 B3 meters
: Black or White
: Plain end

Maximum Wall Thickness (mm)

Medium
15
1.8
21
22
25

1.8
1:9
2.5
2.5
3.2

Heavy

1 Non - Standard lengths and colors can be manufactured to meet customer’s exact requirements.

uPVC Electrical & Telephone Duct (British Standard B.P.O)

uPVC Telephone Duct

Effective

Outside
Duct Diameter
No. of Duct
(mm)
54D 96.5%0.2
56 53.9+0.1

Wall
Thickness
(mm)

3.25%0.4

1.551£0.15

Inside Inside Socket
Diameter of Diameter of Loc ?h
Socket at Socket at £00
Entry (mm) Shoulder (mm) i)
97.0+0.1 96.1+0.1 100
54.1£0.1 54.1+0.1 70

L

Duct
ength

Meters

6
6




Concen- Temperature °F (°C) Concen- Temperature °F (°C)
Chemicals tration Chemicals tration

% 68 (20) | 104 (40)| 140 (60) |176 (80) % 68 (20) | 104 (40)| 140 (60) |176 (80)
Acetaldehyde 100 NG - NG - Barax sat. - = G -
. 40 - G NG Boric acid 10 - = G -
Acetaldehyde 100 G NG - - i sat. - - G -
" 25 E E G = Bromine (liquid) 100 NG - -
" 25-60 E E E - " (vapor) trace G - - -
" 80 E G G - Butane (gas) 50 E - - -
" 85 - - - NG Butadiene 100 - - E -
" (crude) 95 - G - - Butanol 100 E Ei G -
Acetic acid anhydride| 100 NG - NG - Butanol diol 100 or Below G - - NG
Acetone trace NG - - - Butanol diol 100 or Below - G - -
" 100 NG - - - Butyl acetate 100 NG - - -
Adipic acid sat. E - G - Butyl Phenol 100 G E - -
Allyl alcohol 96 G - NG - Butylene (liquid) 100 (40F) E E - -
Alum 19 - E G - Butyric acid 20 = - - -
i saf. - - E NG i cone. NG - -
Aluminium chloride 10 - E G - Calcium bisulfite sat. B E - -
i saf. E = E NG Calcium chloride 10 - E G -
Aluminium hydroxide sat. E E - - i sat. - - E NG
Aluminium sulfate 10 - = G - Calcium nitrate 50 - E - -
" sat. - - E NG Carbon dioxide (dry) 100 - - = NG
Ammonia (gas) 100 - - E - Ammonia (gas) In all concentrations - = G |mrANG
" (liquid) 100 G - - - " (wet) under 8 atm. E - - -
Ammonia water sat. - E G NG Carbon dioxide staurated in water 100 G - NG -
Ammonium chloride 10 E E G - Carbon tetrachloride 100 - G - -
" sat. - - G NG " (wet gas) 0.5 E - - -
Ammonium fluoride | not more than 20 E - G NG T 1 G - - -
Ammonium nitrate 10 - E G - T 5 G - - -
" saf. - - E NG Chlorine water saf. G - - -
Ammonium sulfide 10 E E G |eweR NG Chloric acid 1 - E G |rA NG
" sat. E E E |mrANG " 10 - E G NG
Amyl acetate 100 NG - - - " 20 - E G NG
Amyl alcohol 100 E E - - Chlorosulfonic acid 100 G - -
Aniline (pure) 100 NG - - - Chrome alum sat E E - -
% sat. NG - - Chrome acid 50 E E G -
Aniline hydrochloride sat. G - NG - Carhon dioide staurated in water 50/15/35 - E G -
Antimony trichloride 90 E - - - Citric acid 10 or below - E G -
Arsenic acid 10 - E G - i sat. - - E -
" 80 - = G NG Cresol 90 or below - G - -
Barium hydroxide 10 E E E - Crotonaldehyde 100 NG - - -
Beer E E E - Crude oil (sour) E E - -
Benzaldehyde 0.1 - - NG - Cupric chloride sat. E - - -
Benzine (Benzol) 100 NG - - - Cupric sulfate 10 - E G -
Benzine 100 - - E - " saf. E - E NG
Benzine sulfanic acid 10 E E - - Cyclohexanol 100 NG - - -
Benzoic acid in all concentrations| E E G |MTANG Cyclohezanone 100 NG - - -
Bleaching Soln E G - Dextrin sat. E - - -
Barax 10 - E G 30 - - G -

T ii Diglycolic acid




Concen- Temperature °F (°C) Concen- Temperature °F (°C)
Chemicals tration Chemicals tration
% 68 (20) | 104 (40)| 140 (60) |176 (80) % 68 (20) | 104 (40)| 140 (60} |176 (80)

Potassium bromade 10 or Below - E G NG Triethanol amine 100 NG - - -
Potassium bromide 10 - E G - Trimethylol propane 10 or below - - G -
= sat. - - E NG M comm. - G G (212e) NG
Potassium chloride 10 - E G - Urea 10 or below - E G -
" sat. - - E |pemNG| | " 33 - - E - N
Potassium chromate 40 E - - Vinegar - E - - '
Potassium dichromate 40 E - - - | Vinyl acetate 100 NG - - -
Potassium (ferry) cyanide 10 - - G - Waste gas containing HCI | I-n all concentrations - - E NG
" sat. - - E NG || ~H2so4 - - E -
Potassium hydroxide | 40 or Below - E G - Wax alcohol 100 - - E -
" 50-60 - - E - Whisky - = E -
% 50 - - - (2126 NG Wine comm E - - -
Potassium nitrate 10 - = G - Zinc chloride 10 - E G -
% sat. - - E - i sat. - - E NG
Potassium perchorate 1 - E G NG Zinc sulfate 10 - E G -
Potassium permonganate 6 or Below E E E - \_ sat. - - E NG
" 18 or Below - E - -
Mol o T o Tomns| E:Excellent Sat.: Saturated
e . N - - G: Good comm. : commercial grade
" (gas) 100 E = : z NG : Not Good conc: concentrated
Propargyl alcohol 7 - - 212 NG

cs, 100 mg/1 - (112 E -
= 200 mg/1 - zr) G - -
" 700 mg/1 - (112r NG - -
Sea water - E G -
Silver nitrate 8 or Below - E G NG
Spermoil alcohol comm. E - - -
Sodium benzoate 10 or below - E G -
" 36 - - G -
Sodium bisulfite 10 - E G -
" sat. - - E NG
Sodium chlorate 10 or below - E G - A
% sat. - - E (21267 NG
3 10 G - - -
Sodium ahydroxide 40 or below - E G -
i 50-60 - - E -
o 50 - - - (212 NG
Sodium hypochlorite 10 E - - -
Sodium sulfide 10 - E G -
" sat. - - E (212e NG
Sannic chloride 10 - E G -
Srearic acid 100 - - B -
Tartanic acid 10 or below - E G -
2 sat. E
Toluence
Trichloroethylene
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Dubai Polymer Plastic Pipes Industry L.L.C.,
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P.O. Box : 20086, New Industrial Area, Ajman - U.A.E.
Tel. : 00971-6-7480490, Fax : 00971-6-7480491
E-mail : dubaipolymer@eim.ae
E-mail : dubaipolymer@yahoo.com
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